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Bathrooms + kitchen upgrades and water piping replacement.
Site visit 5 April 2016 at 11:00

All quotations must be sent to Procurement. Subcategories priced for 1 to 5. Painting to be included for each item (1 to 5).  
1. REPLACE WATER PIPES SPECIFIED				R
2. MASTER EN-SUITE BATHROOM RENOVATE		R
3. BATHROOM 2 RENOVATE					R
4. GUEST TOILET RENOVATE					R
5. KITCHEN RENOVATE 					R 

Standards:
Comply with the South African standards for Regulations of the Water Service Act, the National Building Regulations and Building Standards Act, the Occupational Health and Safety Act. Use only legal SABS approved products.
 All plumbing and electrical work must be done according to SANS standards and regulations and a qualified plumber and electrician required to ensure quality of work. A valid COC for the electrical work done is required and this will be checked for compliance. 
Comply with all safety standards at all times. 
Project completion time is 3 months once the funded Purchase Order is received. Estimate start date August 2016.
Attention to detail is of utmost importance.
A one year guarantee on all products and workmanship required. 3 years on painting.

General:
Supervision and access to the property required at all times during project. 
Remove all rubble from site on a weekly basis. All bins must be washed, clean and empty after project is complete. Any damage caused during the project by the contractor will be for his own account and the same if not better quality product must be used to repair/replace. Garden must be repaired to the same state as when the project started, if damaged. Take photos before project starts of the garden condition. Supply toilet paper for your staff; do not use newspaper or anything else. No smoking allowed on site.
Do not use the stove, micro oven, air conditioners or appliances. No fires permitted.
POC Riaan Roodt 0791117139.

Painting:
3 year guarantee on paint work required.
All paint work must be done to the inside and outside of the house where applicable to the project. 
Paint the complete laundry area. 
Use Cameo White Universal Paints color to paint the house/bathrooms, etc.
Remove curtain rails/blinds from walls, patch with a filler and replace rails/blinds after painting.
Paint bathroom ceilings with eggshell, enamel, matt, oil-based, washable, paint.
Use double velvet Plascon (washable) in the x2 house bathrooms and domestic quarter’s shower/toilet.
Paint steel windows, door frames and doors with non-drip enamel.
After all painting is completed; ensure all surfaces have been cleaned of any paint spills or drips.

Plumbing and electrical: 
Remove flux on all copper pipe work. 
Flush all piping work.
Piping must be inspected by Embassy staff before walls are plastered. 
Inform POC when plastering will be done as Embassy staff needs to inspect. 
Test for water hammering. If present it must be rectified. No vibration of piping allowed.
All electrical work must be compliant and ensure the supply to the bathroom heaters are on their own separate circuits from the DB.
Ensure bonding and earthing is correct. 
All electrical work will be inspected for approval by Embassy staff.
Embassy SHEM (Safety Health Environmental Management) staff will do regular site inspections.

Contractor site safety:
1.1 Contractor shall at its own expense, protect its employees and other persons from risk of death, injury or bodily harm arising from or in way related to the work
1.2 Contractors to ensure that all local legislation regarding Occupational Health And Safety Act (Act 85 1993, general safety regulations 1 - 23), Labor and National Building Regulations, and all relevant SANS are met
1.3 Contractor to further comply with all by laws, orders, citations, regulations, standards and statutes  concerning Health and Safety, accident prevention, safety Equipment and Practices 
1.4 Safety of all Personal, Embassy staff, Landlord or authorized agent, Contractor & their staff take priority at all times (Ensure that no unauthorized personal enters the site). Areas of Concern are to be Maintained , Actioned and Rectified as speedily as possible and should include “out of bounce” or limited access areas
1.5 Visible Caution signage, markings, or solid barriers to be erected around high risk areas, open trenches/excavations to be demarcated by visible orange PVC barriers
1.6 No person shall carry out any work of any kind (including maintenance , repairs, cleaning and testing) unless such person is qualified, competent & familiar with the hazards associated with such work and the necessary safety precautions have been implemented with the work and associated hazards
1.7 Contractor to ensure that necessary personal protective clothing (PPE) be available including but not limited to hard hats, goggles, gloves, dust masks, respirators, ear plugs, face shields, safety shoes, Harnesses and other related safety wear
1.8 Contractors to adhere to and supply relevant material Safety data sheets as per specific manufacturers specifications
1.9 Contractors remain responsible to ensure that all tools, equipment and machinery are fully functional and are only used as originally designed or intended
1.10 Ladders, scaffolding and any form of lifting equipment to be operated by authorized and competent person only  including erection and dismantling of such scaffolding or equipment
1.11 Contractor shall prohibit/prevent the presence or use of alcohol or drugs by its employees, sub-contractors and suppliers
1.12 Contractor will be subject to periodic safety inspections to uphold safe working conditions 
1.13 Contractor shall upon noticing/observing of any unsafe conditions or practices on site notify P.O.C immediately and will furthermore immediately report any accidents or injuries on site
1.14 Contractors tools, machinery and equipment is to be stored in such a manner that it does not hamper or restrict movement in or around the premises
1.15 For long time contracts, provision for necessary waste skips to be determined and arranged by contractor , positioning of skip should not hamper or restrict traffic 
1.16 Contractor to make use of drop sheets & covers to prevent damage to property
1.17 Ensure Ongoing housekeeping through-out the period of the project to avoid unnecessary costs, fire hazards, pest infestation & increase productivity & efficiency

SCOPE OF WORKS FOR QUOTATIONS:

1. REPLACE WATER PIPES SPECIFIED

Re-pipe the all water supply piping throughout the property, bathrooms, kitchen, roof space, etc. replace piping with the same size currently used.
Contractors to supply:
· 2 x Shower arms, Goi Bella JB-24
· 2 x Shower  heads,  Gio Bella 801, slim round
· 2 x Basin mixers, Plumline Cetus
· 2 x Nikki spouts,  Gio Bella, A101, Round Nikki Bath Spout
· 4 x Shower mixers (for master and bathroom 2) Plumline Cetus, under wall
· 2 x Double corner caddy S/S for showers. Gio Bella PHCC6.

Use plason piping for the water supply line not less than 25mm. Tap out of the 25mm plason pipe on the outside of the house to supply different areas where current water is required. Do all connections.
Use copper piping and plason for the specified areas and replace the existing piping sizes with the same size piping. 
Ball valves must be installed at all taps and water points. This should cover the basins, bathrooms, sinks, washing machine, dishwasher, toilets, etc. No old piping must be used again and only new piping throughout the bathrooms and laundry.
Ensure sufficient hot and cold water pressure and volume is at all water points. Hot and cold water pressure must be balanced to all mixers. 
Ensure all the current hot and cold points are supplied and working correctly. All piping must be chased into the walls and plastered. Where paving has to be lifted, replace the paving so it is in the original state and structurally sound.  
Replace the main water supply line from the City Council meter up to the master flow next to the house. Do all connections.
Replace the piping in the laundry and domestic room. Do all piping up to the pickup point outside. Do all connections. 
All piping must be done into the wall. Use existing fittings in the laundry.
Plastering and painting must be done on all worked areas.

2. MASTER EN-SUITE BATHROOM
1. Complete bathroom upgrade required.
2. Draining system replacement for the complete bathroom. Each drain must be piped individually to the outside area and then joint (outside) up to the gully with all required fittings and pipe work from the shower, basins and bath. Ensure outside area is finished off properly so no additional work is required.
3. Use Nutec to replace ceiling and cornices. Paint the ceiling with proper paint as specified.
4. Install 6 complete down lights with holders, specs at bottom of SOW.
5. Install bathroom heater combination with 4 heating globes, extractor fan and light, Eurolux.
Any cabling must be flush in the wall. Not surface mount.
6. No plastic fittings, replace with Stainless Steel fittings.
7. Paint walls with double velvet Plascon in bathrooms, color to match the picture. Paint bathroom ceilings with eggshell, enamel, matt, oil-based, washable, paint.
8. Supply and install complete new ceramic white Mirage toilet with new solid toilet seat.
9. Toilet seat must be the same color as vanity and medicine cabinets (see picture) and all from solid wood.
10. Supply and install bath and basin plugs to fit the specified bath and basins.
11. Build shower in corner where current bath is, do not use a shower tray. Build a small wall +/- 10cm high at bottom which only starts after the 1,0M surface. This is to ensure a 1,0M X 1,0M surface before any wall starts.
12. Shower wall and floor tiles to be done with water proofing, latex based tile glue, grouting to be mixed with latex based, and bonding liquid.
13. Tiles not less than R200/M². Matt finish and not gloss. POC to first inspect tile for approval. Tiles to match color on the picture.
14. Tiling will include the floor and shower (up to cornices). Skirting at bottom throughout the bathroom (200mm) and up to 1 Meter above the top edge on the bath walls and the sides of the bath. 
15. Replace bath with white straight bath 1800 x 750 (CTM). Fiberglass bath.
16. Supply and install safety glass shower panels, one (fixed) panel with a swing door 1,8M minimum height, clear safety glass. Must be mechanically sound and secured.
17. Supply and install 2x double towel rail at least 900mm long, 1 toilet holder, 2x robe hangers, x1 handrail in the shower, all S/Steel.
18. Install 1x mirror above vanity, dame clear rectangular 800 x 600mm (CTM).
19. Install vanity with doors and 2 shelves fitted under the basin. No drawers required. Color to match picture. Must be solid wood.
20. 1x Medicine/mirror cabinet (mirrors on doors) above the basin. Must be the same color as vanity cabinet and toilet seat. Single mirror door, 2 selves, +/- 15cm deep. Must be solid wood.
21. Good quality Granite top and granite splash back to be installed at the basin. Splash back must be 15cm high. Granite color to match picture. Kashmir white or similar light quality product.
22. Supply and install 2x single ceramic basins. Vaal Iceberg drop in basin (420 x 420).
23. Toilet seat, medicine cabinet and vanity to be the same color.
24. Supply and install door stopper.
25. Ensure all water pressure to the shower, bath, toilet, cistern and basis are 400/600Kpa. Balance water pressure for all mixers.
26. Ensure all drains are open and water flushing properly before and after the project.

3. BATHROOM 2 

1. Draining system replacement of complete bathroom. Each drain must be piped individually to the outside area and then joint (outside) up to the gully with all required fittings and pipe work from the shower, basins and bath. Ensure outside area is finished off properly so no additional work is required.
2. Ensure an even floor surface throughout the new 2nd bathroom.
3. Use Nutec to replace ceiling and cornices. Paint the ceiling as specified.
4. Install 6 down lights with holders, specs at bottom of SOW.
5. Install bathroom heater combination with 2 heating globes, extractor fan and light, Eurolux.
6. No plastic fittings. Replace with Stainless Steel fittings.
7. Paint walls with good quality (Dulux, washable) in bathroom, door and new door frame, color to match the picture. Paint bathroom ceilings with eggshell, enamel, matt, oil-based, washable, paint.
8. Build shower in corner where current shower is 1,0M x 1.0M surface area, do not use a shower tray. The small wall must first start after 1,0M. This is to ensure a surface area of 1,0M X 1,0M before the small walls are build/starts.
9. Shower wall and floor tiles to be done with water proofing, latex based tile glue, grouting to be mixed with latex based, and bonding liquid.
10. Tiles not less than R200/M². Matt finish and not gloss. POC to inspect tiles for approval before use.
11. Tiling will include the floor and shower (up to cornices). Skirting at bottom throughout the bathroom (200mm) and the bath up to 1 Meter above the top edge on the walls and the sides of the bath.
12. Replace bath with white straight bath 1800 x 750 (CTM). Fiberglass bath.
13. Supply and install safety glass shower panels, 1 fixed panel and one swing (not sliding) door 1,8M minimum height. Must be mechanically sound and secured.
14. Supply and install 2x double towel rail at least 900mm long, 1 toilet holder,  all S/Steel.
15. Install 1x mirror above vanity, dame clear rectangular 800 x 600mm (CTM).
16. Install double vanity with doors and 2 shelves fitted under the basin. No drawers required. Color to match picture. Must be solid wood.
17. 1x Medicine/mirror cabinet (mirror on doors) above the basin. Must be the same color as vanity cabinet and toilet seat. Single mirror door, 2 selves, +/- 15cm deep. Solid wood.
18. Good quality Granite top and granite splash back to be installed at the basin. Granite color to match picture. Kashmir white or similar quality product. Splash back +/- 15cm high.
19. Supply and install 2x single ceramic basins. Vaal Iceberg drop in basin (420 x 420).
20. Toilet seat, medicine cabinet and vanity to be the same color.
21. Supply and install door stopper.
22. Ensure all water pressure to the shower, bath, toilet, cistern and basis are 400/600Kpa. Balance water pressure for all mixers.
23. Ensure all drains are open and water flushing properly before and after the project.
24. Supply and install complete new ceramic Mirage white toilet with new solid toilet seat light wood color (see picture).

Picture below will be used as the guide of the final product and color for the bathrooms renovation. 
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4.GUEST TOILET:
1. Will be done as discussed at the site meeting.
2. Remove the wall tiles.
3. Floor tiles will not be removed and cleaned to look as new.
4. Ceiling must be removed and a new ceiling installed with a mantrap and cornice.
5.  X2 energy saving down lighters 230 VAC, 3 year guarantee installed. US Embassy specified and examples are currently installed in the houses. 
6. Skirting install. Same as existing.
7. Toilet seat must be replaced. Same type and color as the other bathrooms.
8. Door stopper.
9. Paint (Dulux) the walls same color as the bathrooms. Refer to picture.

5.KITCHEN RENOVATION 152 ORION HEIGHTS #4.
Install granite tops and granite splash back at all granite tops. Where separate granite blocks are used make sure the granite is exactly the same match, pattern and color.
The following will be determined as to which one to be installed during the site meeting:
No gas stove.
Oven:
Double door. Defy Gemini Gourmet black DB 0436 or Mir DB 0437.
Single door. Defy Master chef black DB 0433 or Mir DB 0432.
Hobs:
Defy Gemini solid plate hob (N.C.P) black DHD352.
Defy Slimline solid plate hob (N.C.P) enamel or s/steel DHD333.
Cookerhoods:
900 Gemini Cookerhood.
All plugs, cabling and socket outlets must be surface mount. 
Double Socket outlets x6 (crabtree)above counter tops. 
Double Zink s/steel under counter with cobra mixer. Close off valves required below the mixer.
Socket outlets for dish washer, washing machine under counter with required water supplies, stop valves and waste traps.
Dryer must be on its own separate electrical circuit. Install the circuit from the DB.
Vent pipe and vent guard to be installed where determined during site meeting.
LED energy saving Down lighters(230 VAC, 3 year guarantee) to be installed where applicable and quantity will be determined during site meeting. Currently x10.
Cupboard handles will be changed to the following type:  BSN 8291 at Gelmar handles.
Existing White cupboards must be sprayed to ensure the white color is continuous throughout the kitchen. 
Use good quality enamel paint on walls where required. Color to be determined at site meeting.
Blinds aluminum in window to match same color as the cupboards and will be determined at site meeting. Pelmets not required.
Paint/spray the grill gates same white color as the cupboards.
Door frames to be sprayed same white as cupboards.
Existing white tiles and grouting must be cleaned. 
The picture will be the guide for the final product. The layout will be determined at the site meeting.
Good quality pictures will be handed out at the site meeting.
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LED Bulb Requirements
1. Please note that no variation to the bulb will be allowed, a three year warranty is required.
GU10 Lamp Economy
[image: cid:image001.jpg@01CFF354.9773E0F0]
Make                               Candela
Model                             CDG10 5WM Eco tag S1/S2
Power supply                 5W constant current driver
Input voltage            50HZ 230V ±10% 
Input current             0,03A    Power factor            >0.90 inductive                       
LED’s                        3 Cree                  
Color temperature    5600K, CRI 80 220lm 4000K                                   
 LED lifetime L70)       35000hr          
Other features            Dimmable, leading/rising edge dimmers. Candela 500/800W trailing edge LED Dimmer-available.                       
Dimming range15% - 100% Designed and manufactured in South Africa by Candela Luminescence (Pty) Ltd.   
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